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Pilot® Base Oils for Concrete Demoulding

Pilot® 250H / Pilot® 275H / Pilot® 300H / Pilot® 400H

Pilot® Oils offer a wide range of uses in building and construction. Among other uses, they are ideal for use 
as mould release agent in concrete applications.

Haltermann Carless’ Pilot® Oils provide high performance, low-aromatic release agents for concrete products. 
They ensure a neat separation of concrete from mould surfaces whilst safeguarding mould surfaces against 
dust and particles. These high-quality oils contribute to an improved surface finish of precast and site-cast 
concrete structures. Pilot® Oils also provide a layer of corrosion protection by covering the surface of metallic 
moulds.

The deeply hydrotreated, low-aromatic Pilot® Oils support a safe working environment for operators. Pilot® Oils 
are produced in our state-of-the-art ISO 9001, ISO 14001 and ISO 50001 certified production facilities in 
Europe and are supplied to global markets in bulk or as packaged goods. Haltermann Carless industry-
focused technical and development teams can assist with specific application queries.

Properties Pilot® 250H Pilot® 275H Pilot® 300H Pilot® 400H

Kin. Viscosity at 40 °C 2.5 mm2/s 3.0 mm2/s 4.0 mm2/s 4.5 mm2/s

Density at 15 °C 810 - 830 kg/m3

Boiling Range – IBP 235 °C 250 °C 260 °C 275 °C

Boiling Range – FBP 275 °C 295 °C 320 °C 320 °C

Flash Point, min. 100 °C 110 °C 110 °C 130 °C

Pour Point, max. -30 °C -20 °C -20 °C -10 °C

Aromatics (UV) max. 1000 ppm

VOC 0 %

Listed Product data are typical values and may vary according to specification requirements.

Benefits of Pilot® H Base Oils: 

•	 High purity
•	 Corrosion-free (for application on metallic surfaces)
•	 High flashpoints
•	 UV stability
•	 Defined viscosity
•	 Readily biodegradable


